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antenna site specified therein is ade-
quate to render the service proposed. In
cases of questionable antenna loca-
tions, it is desirable to conduct propa-
gation tests to indicate the field inten-
sity which may be expected in the prin-
cipal areas or at the fixed points of
communication to be served, particu-
larly where severe shadow problems
may be expected. In considering appli-
cations proposing the use of such loca-
tions, the Commission may require site
survey tests to be made pursuant to a
developmental authorization in the
particular service concerned. In such
cases, propagation tests should be con-
ducted in accordance with recognized
engineering methods and should be
made with a transmitting antenna sim-
ulating, as near as possible, the pro-
posed antenna installation. Full data
obtained from such surveys and its
analysis, including a description of the
methods used and the name, address
and qualifications of the engineer mak-
ing the survey, must be supplied to the
Commission.

(b) The owner of the antenna struc-
ture should locate and construct such
structure as to avoid making them haz-
ardous to air navigation. (See part 17 of
this chapter for provisions relating to
antenna structures.) Such installation
shall be maintained in good structural
condition together with any required
painting or lighting.

[44 FR 60534, Oct. 19, 1979, as amended at 61
FR 4365, Feb. 6, 1996]

§ 21.118 Transmitter construction and
installation.

(a) The equipment at the operating
and transmitting positions shall be so
installed and protected that it is not
accessible to, or capable of being oper-
ated by, persons other than those duly
authorized by the licensee.

(b) In any case where the maximum
modulating frequency of a transmitter
is prescribed by the Commission, the
transmitter shall be equipped with a
low-pass or band-pass modulation filter
of suitable performance characteris-
tics. In those cases where a modulation
limiter is employed, the modulation
filter shall be installed between the
transmitter stage in which limiting is
effected and the modulated stage of the
transmitter.

(c) Each transmitter employed in
these services shall be equipped with
an appropriately labeled pilot lamp or
meter which will provide continuous
visual indication at the transmitter
when its control circuits have been
placed in a condition to activate the
transmitter. In addition, facilities
shall be provided at each transmitter
to permit the transmitter to be turned
on and off independently of any remote
control circuits associated therewith.

(d) [Reserved]
(e) At each transmitter control point

the following facilities shall be in-
stalled:

(1) A carrier operated device which
will provide continuous visual indica-
tion when the transmitter is radiating,
or, in lieu thereof, a pilot lamp or
meter which will provide continuous
visual indication when the transmitter
control circuits have been placed in a
condition to activate the transmitter.

(2) Facilities which will permit the
operator to turn transmitter carrier on
and off at will.

(f) Transmitter control circuits from
any control point shall be so installed
that grounding or shorting any line in
the control circuit will not cause the
transmitter to radiate: Provided, how-
ever, That this provision shall not be
applicable to control circuits of sta-
tions which normally operate with con-
tinuous radiation or to control circuits
which are under the effective oper-
ational control of responsible operat-
ing personnel 24 hours per day.

[44 FR 60534, Oct. 19, 1979, as amended at 52
FR 37783, Oct. 9, 1987]

§ 21.119 [Reserved]

§ 21.120 Authorization of transmitters.
(a) Except for transmitters used at

developmental stations, each transmit-
ter shall be a type which has been type
accepted by the Commission for use
under the applicable rules of this part.

(b) Any manufacturer of a transmit-
ter to be produced for use under the
rules of this part may request type ac-
ceptance or notification by following
the applicable procedures set forth in
part 2 of this chapter. Type accepted
and notified transmitters are included
in the Commission’s Radio Equipment
List. Copies of this list are available
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